High spatial and temporal resolution wide-field imaging of neuron activity using quantum NV-diamond by Hall, L. T. et al.
High spatial and temporal resolution
wide-field imaging of neuron activity
using quantum NV-diamond
L.T.Hall
1,9,G.C.G.Beart
2,E.A.Thomas
2,8,D.A.Simpson
1,9,L.P.McGuinness
1,J.H.Cole
3,J.H.Manton
4,
R. E. Scholten
5, F. Jelezko
6,J o ¨rg Wrachtrup
7, S. Petrou
9,10,11 & L. C. L. Hollenberg
1,9
1SchoolofPhysics,UniversityofMelbourne,Parkville,Victoria3010,Australia,
2CentreforNeuroscience, UniversityofMelbourne,
Parkville, Victoria 3010, Australia,
3Chemical and Quantum Physics, School of Applied Sciences, RMIT University, Melbourne
3001, Australia,
4Nonlinear Signal Processing Lab, Melbourne School of Engineering, University of Melbourne, Parkville, Victoria
3010, Australia,
5ARC Centre of Excellence in Coherent X-ray Science, School of Physics, University of Melbourne, Victoria 3010,
Australia,
6Institut fu ¨r Quantenoptik, Universita ¨t Ulm, Ulm D-89073, Germany,
7Physikalisches Institut, Universita ¨t Stuttgart, 70550
Stuttgart, Germany,
8Florey Neuroscience Institutes, Parkville, 3052, Australia,
9Centre for Neural Engineering, University of
Melbourne, Parkville, Victoria 3010, Australia,
10Department of Anatomy and Neuroscience, University of Melbourne, Parkville,
VIC 3010, Australia,
11Florey Neuroscience Institute, University of Melbourne, Parkville, VIC 3010, Australia.
A quantitative understanding of the dynamics of biological neural networks is fundamental to gaining
insight into information processing in the brain. While techniques exist to measure spatial or temporal
properties of these networks, it remains a significant challenge to resolve the neural dynamics with
subcellular spatial resolution. In this work we consider a fundamentally new form of wide-field imaging for
neuronal networks based on the nanoscale magnetic field sensing properties of optically active spins in a
diamond substrate. We analyse the sensitivity of the system to the magnetic field generated by an axon
transmembrane potential and confirm these predictions experimentally using electronically-generated
neuron signals. By numerical simulation of the time dependent transmembrane potential of a
morphologically reconstructed hippocampal CA1 pyramidal neuron, we show that the imaging system is
capable of imaging planar neuron activity non-invasively at millisecond temporal resolution and micron
spatial resolution over wide-fields.
I
nformation processing in the brain is presumed to arise from interactions and correlations across several
orders of magnitude of temporal and spatial scales and tens of thousands to billions of computational units.
Thesmallestcomputationalunitisthesynapse,withsub-micronstructuresinvolvedinchemicalandelectrical
signalling. Changes in synaptic dynamics are the basis of learning and memory. While local conditions in the
neuron determine signal flow into and out of synapses, complex signal integration and filtering occurs indepen-
dentlyin differentbranches inthedendritic tree(theneuronal inputstructure).Thedecision totriggeranoutput
is made in another structure - the axon. Neurons are organized in networks with complex, and largely unknown,
connection rules. Networks may contain over a dozen different neuron types, each with their own dynamics and
connectionrules.Understandingthebehaviourofthesesystemsrequiresunderstandingtheinteractionsbetween
computational units at different scales in the system
1,2.
Current diagnostic techniques are limited in the number of computational units that can be recorded simul-
taneously at sufficiently high spatial and temporal resolution. New techniques in optogenetics are enabling the
manipulation of networks at some of these scales
3 however technology to read neuronal networks lags consid-
erably. Voltage sensitive dyes allow readout of the neuron membrane potential, but have poor signal to noise
propertiesandaretoxic,makingthemunsuitableforlongtermrecording
4,5.Voltagesensitivefluorescentproteins
show promise, but also have poor signal to noise properties and limited temporal and spatial resolution
6. Direct
invasive techniques such as electrophysiological probes are fundamentally limited by the number of electrodes
that can be placed in the tissue. Progress in silicon nanowire field-effect transistors have demonstrated sub
millisecond temporal resolution, however spatial resolution may ultimately be limited by the distance between
adjacent devices
7–10.
Our detection method is based on non-invasive magnetic field detection and is therefore fundamentally
different to approaches based on detection of electric fields. While the techniques may ultimately complement
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SCIENTIFIC REPORTS | 2 : 401 | DOI: 10.1038/srep00401 1each other, our magnetic field based technique will not suffer from
some of the drawbacks of electrically-based detection, such as probe
positioningwith respect to theDebyelength and background electrical
noise sources at the nanoscale. Furthermore, the detection is inher-
ently non-invasive and issues such as the compatibility of quantum
measurements of the NV defect with biological systems are now well
established in terms of the low toxicity of diamond and the low photo
and microwave powers involved.
The detection set-up we consider consists of a commercial grade
single crystal ultra-pure diamond membrane substrate containing a
fabricated layer of negatively charged nitrogen-vacancy (NV) defect
centres [Fig. 1]. The NV centre is a remarkable optical defect in
diamond which allows discrimination of its magnetic sublevels
through its fluorescence under illumination. Effectively, each NV is
an atomic-sized magnetic field sensor that can be read-out either
confocally
11,12 or via a wide-field CCD
13, and in a living cellular
environment
14. Neurons can be grown directly on the diamond sur-
face
15 whose low toxicity is ideal for biological applications
16.A sw e
show, the ensemble of NV centres provides high sensitivity to the
magnetic field fluctuations resulting directly from the transmem-
brane potentials generated by the neural activity at sub-millisecond
time-scales, and the spatial attenuation of the magnetic field at a
100 nm standoff provides micron spatial resolution. This standoff
isconservative,asimplantationtechniquespermitthecreationofNV
centres within a few nm of the diamond surface. Employing a phys-
icalmodel of the hippocampal CA1 pyramidal neuron, developed by
Royeck et al
17 and modified by Wimmer et al
18,19, we show that the
NVdetectionsystemisabletonon-invasivelycapturethetransmem-
brane potential activity in a series of near real-time images, with
spatial resolution at the level of the individual neural compartments.
The data obtained will allow both the planar morphology and func-
tion connectivity to be determined. The realisation of this detection
system using available technology would represent a significant step
forward in measuring and understanding the dynamics of whole-
scale neuronal networks.
In what follows, we first outline how transmembrane potentials
generate magnetic fields, their typical strength and detection using
the NV centre as a nanoscale magnetometer. We then analyse the
detection sensitivity for a single axon case. We experimentally verify
this sensitivity by propagating asimulated axon pulse along amicro-
wire and detecting the resulting magnetic field signal with a prox-
imate NV centre. Finally, we employ a model of a hippocampal CA1
pyramidal neuron under a typical excitatory regime in which distal
dendrites undergo current injections of roughly 2 nA. By direct
simulation of the magnetic fields generated at the soma, axon and
dendrites in response to this stimulation, we produce the corres-
ponding image output (assuming current CMOS imaging techno-
logy
20)anddeterminetheeffectivespatialandtemporalresolutionof
the system.
Results
Sensitivity Analysis. In order to establish our detection regime and
required sensitivity we determine theoretically the magnetic fields
generated by a transmembrane potential. We model an axon
segment as a cylinder of radius a and length L aligned along the z
axis [Fig. 2(a)]. These segments form the building blocks of more
complicated neuron models to be considered later. Let W(r, z, t)
denote the radially-symmetric electric potential at radius r,
longitudinal distance z and time t. Approximating the width of the
cell membrane to be infinitesimally small, there is a step-change in
the potential as it goes from just within the cell, W(a2, z, t), to just
outside the cell, W(a1, z, t). The transmembrane potential, given by
the difference Vm(z, t) 5 W(a2, z, t) 2 W(a1, z, t), therefore
represents the voltage drop across the cell membrane at
longitudinal position z and time t. Using data for Vm, one can
reconstruct the W(r, t) in the regions inside and outside a given
component via the solution of Laplace’s equation with boundary
conditions set by Vm (see Methods section). By solving for the
potentials in both regions, we determine the electric field and
hence current densities using Ohm’s law, J r,t ðÞ ~~ ~ s r,t ðÞ :+W r,t ðÞ ,
which is integrated using the Biot-Savart law,
B r,t ðÞ ~
m0
4p
ð
J r0,t ðÞ |
r{r0
r{r0 jj
3 d3r0 ð1Þ
Figure 1 | Schematicofthenitrogen-vacancy(NV)indiamondneurondetectionsystemshowinganeuralnetworkcomponent(inthiscaseanaxon)on
adiamondsubstratecontainingfluorescentNVcentres. (a)Thequantumstatemaybecontrolledviaapplicationof2.88 GHzmicrowaveradiation,and
is dependent on the strength of the field produced by the axon. (b)Atomic lattice structure of the NV centre. (c). Upon optical excitation at 532 nm, the
NV centre spin state may be measured (readout) by monitoring the intensity of the emitted red light using a CCD or CMOS camera. (d) Simulated
dynamicoutputfromasingleCMOSpixel.(e)Bymonitoringmanypixels,wemayobtainadynamicwidefieldimageoftheneuraldynamicsandnetwork
structure.
www.nature.com/scientificreports
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this for the case of a crayfish lateral axon using the measured
transmembrane potential [Fig. 2(b)] taken from Ref.
21. The
resulting magnetic field signal calculated at the NV position is
shown in Fig. 2(c) for a 100 nm standoff. Typically, the magnetic
fields generated by the transmembrane potential are at the nT scale.
We will show that the quantum detection system based on optically
detected magnetic resonance (ODMR) of the NV centre in diamond
has the combination of sensitivity and the appropriate spatial scale
to enable detection of the neuronal magnetic fields at the high
temporal-spatial resolution required.
Theoretical proposals for the use of NV centres as sensitive, single
spin magnetometers
22,23 have been followed by proof-of-principle
experiments
11,12,24. Despite their promise, biological systems are gen-
erally of a stochastic nature and are not always compatible with
protocols designed to sense highly controllable DC and AC signals.
It wasrecentlyshownthatdecoherence microscopymethods
25permit
the characterisation of randomly fluctuating magnetic fields
26.
Methods to characterise random AC fields of random frequency
and phase have also been proposed
27. In addition to their use as
fluorescent biomarkers
16,28–31, NV centres have recently received
much attention as sensors of magnetic biological processes, in par-
ticular as sensors of ionic flux through single ion channels in lipid
membranes
32, and intra-cellular micro-fluid dynamics
14. The advent
ofwidefieldNVmagnetometrybasedonCCD detectionofahighNV
density diamond substrate has yielded the ability to spatially recon-
struct magnetic fields at the mm scale together with improved sens-
itivity over that obtainable with a single NV centre whilst retaining
the necessary quantum coherence properties
33. Further improve-
ments are expected in the near future, with nitrogen to NV
2 conver-
sion efficiencies in excess of 50% having been recently reported
34,35.
Weenvisagetwodetectionprotocolsbasedoneitherdirectlymon-
itoringthecoherentphasedifferencebetweenthesublevelsoftheNV
centreusingfreeinductiondecay(FID)experiment;orbymeasuring
the location of the resonance peak in a continuous wave ODMR
experiment [Fig. 2(d)]. The sensitivities of the two methods are
essentially equivalent
24, however for definiteness (and brevity) we
describeinmoredetailtheformer.Atfiducialt50,followingoptical
polarisationintothems50state,theapplicationofap/2microwave
pulseplaceseachNVcentreintoanevensuperpositionofms50and
ms 5 1 Zeeman levels. After a free evolution time of t, another p/2
pulse is applied and the system’s state is read out optically. In the
absence of any magnetic disturbances the system remains coherent,
and the probability of finding the NV system in the ms 5 0 magnetic
level after the second p/2 pulse, measured directly from its fluor-
escence, will oscillate between 0 and 1 at a frequency given by the
energydifference ofthetwolevels. However,inrealitysuch coherent
superpositions of quantum states are highly sensitive to magnetic
field fluctuations in the immediate crystalline environment due to
mutualspinflippingofelectronicnitrogendefectsand/or
13Cnuclear
spins. Thus, depending on the material composition, one typically
measuresadecayofthesecoherentoscillationsbetweenthemagnetic
levels as a function of the evolution time t. For isotopically pure
diamond the timescale of this decoherence, referred to as the FID
time T 
2, is typically of order 1 to 10 ms and ultimately sets the
sensitivity limits for an NV based magnetometer. By employing a
spin-echopulsesequenceinwhichanadditionalp-pulseisappliedat
time t/2, coherence times may be extended by more than 2 orders of
magnitude,andfurtherimprovementsmayberealisedbyemploying
higher order decoupling schemes such as CPMG
23,36 or Uhrig
37,38
pulse sequences. Such decoupling schemes achieve improvements
to the sensitivity by suppressing the effect of low frequency noise
on the NV centre, and are hence not suited to measuring neural
magnetic fields which fluctuate on T 51 to 10 ms timescales. To
ensure maximal sensitivity to low frequency noise we must employ
some Nt repetitions of the FID or ODMR protocols in the time
interval [t, t 1 dt]. As such, dt serves to define the temporal resolu-
tion of the system, and must satisfy dt , T. Furthermore, each
protocal cycle must be sufficiently sensitive that Nt * v T
 
T 
2 mea-
surements may be taken within the timescales associated with the
Figure 2 |(a)SchematicoftheNV-diamondneurondetectionsystemshowinganeuralnetworkcomponent(inthiscaseanaxon)onadiamondsubstrate
containing fluorescent NV centres. For a FID based protocol, regions where the field is greatest produce the least fluorescence. For and ODMR based
protocol, the converse is true. (b) Longitudinal variation of the transmembrane potential, Vm, of a crayfish lateral axon as taken from Ref.
21. As this
excitation propagates along the axon, it produces a time dependent magnetic field like that shown in (c) for a standoff of 100 nm. (d) Temporal
arrangement ofmicrowave and optical pulse sequences. For the FID based protocol, m/2 microwave pulsesare used toprepare the NV ina superposition
of |0æ and |1æ states which accumulate a relative phase shift during the free evolution period due to the presence of a neural field. A second p/2 pulse
transformsthisphaseintoapopulationdifferencewhichisreadoutusinga532 nmlaser.Applicationofthislaseralsoactstore-polarisetheNVinthe |0æ
state.Thedecreasedintensityofthecollectedfluorescencepermitsthedeterminationofthephaseshiftandhencethestrengthoftheneuralmagneticfield.
In the case of an ODMR based protocol, the constantly applied microwaves drive transitions between the paramagnetic sublevels of the ground states,
whose relative energies are altered by the presence of a neural field, making the |0æ R |1æ transition less likely, resulting in an increased fluorescence.
www.nature.com/scientificreports
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ratio (SNR).
During its evolution under the neural magnetic field B(r, t), the
coherentphase accumulation isof anNVcentre atposition riduring
time interval t, is given by Dw ri ðÞ ~c
Ð t
0 Bi ri,t ðÞ dt, where c is the NV
gyromagnetic ratioand Bi is the component of Bparallel to the i
thN-
V axis. The signal change we are interested in measuring is the
resulting change in fluorescence due to this phase accumulation,
which is proportional to sin (Dw). Since the neural magnetic fields
considered here are typically less than 10 nT, and are essentially
constant over the timescale of a single measurement protocol, we
havethatDw=1,thusthesingalchangeatasingledefect siteisgiven
bySi<ctBi ri ðÞ D ri,t ðÞ ,whereD ri,t ðÞ isthedecoherence envelopeof
the NV defect at position ri as a function of the interrogation time, t.
This envelope represents the decay of quantum coherence of defect i
due to interactions with the surrounding magnetic environment,
including
13C nuclei, nitrogen electron spins, and other proximal
NV centres. As we are considering an FID sequence, the shape of
each envelope is assumed to be Gaussian, and is given by
D t ðÞ ~exp { Ci
c13t
   2
{ Ci
nt
   2
  
, ð2Þ
whereC
i;C(ri)istheintrinsicdecoherencerateofNVcentrei,and
CC13*100 kHz.Thedecoherencerateduetonitrogenimpurities,Cn
willexplicitlydependonthenitrogendensityandmustbeoptimised,
as shown below. The total signal from a single FID protocol cycle,
S~
P
i Si, is the sum of the signals from all NV centres, and in the
high NV density limit, is given by
S t ðÞ ~actn
ð
Vp
Bi r,t ðÞ D r,t ðÞ d3r, ð3Þ
wherenisthetotalelectronspindensityduetobothnitrogenandNV
defect centres (assumed uniform for chemical vapor deposition
grown samples, and an axially-symmetric Gaussian for implanted
samples), a is the nitrogen-NV conversion efficiency, and Vp is the
volumeofagivenpixel.SincethemeasurementofeachNVcentresis
projective, the total signal distribution follows the central limit the-
orem and the uncertainty in the signal is given by
dS~
1
C
ﬃﬃﬃﬃﬃﬃ
Np
Nt
r
, ð4Þ
where C is an experimental parameter accounting for imperfect
photon collection (including non-unity quantum efficiency of the
detector) and signal contrast, and Np is the effective number of NV
defects(probes)inVp,givenbyNp<anVp.Tomeasurethemagnetic
field of an axon, ultimately we require S * > dS.
We now consider a simple, analytically solvable case where the
axon dimensions are large (, 60 mm, as in the case of a crayfish
lateral axon
21) compared with a sensing volume of Vp , (1 m m)
3,
ensuring there is little variation in the magnetic field strength over
the sensing volume (i.e. Bi ; B;i). The signal is then S < anVpcBt.
The minimum detectable magnetic field is then
dB~
1
cC
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
aNtVp
p
exp t2 C2
c13zC2
n
   hi
t
ﬃﬃﬃ
n
p , ð5Þ
which we wish to optimise for n and t, giving firstly
topt~ 2C2
c13z2C2
n
   {1=2
. The dephasing due to nitrogen is given
by Cn 5 kn
38, where k~
ﬃﬃﬃ
p
3
r
m0
4p
c2. Setting L
LndB~0 gives
Cc13~Cn, hence n~Cc13=k~2:3|1023m{3~1:3 ppm, an order
of magnitude below the maximum reported density achieved in
practice to date of 2.8310
24 m
233 9 . The minimum detectable field
by a pixel of volume Vp is then
dB~
3:3n Tmm3=2
C
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
aNtVp
p :
For example, an implementation with C 5 0.3 and an N-NV con-
versionratioofa50.1wouldbecapableofresolvingamagneticfield
to an accuracy of 3.5 nT in an integration time of 1 ms (Nt 5 100).
In the large axon case considered here, increasing Vp will result in
an improved sensitivity, however this will not be true in general. As
Vp becomes comparable to the axon dimensions, the field felt by
distant NV centres will be significantly less than that felt by those
proximate to the axon, and the integral in Eq. 3 will no longer scale
linearly with Vp. The noise amplitude however [Eq.4] will grow with
the square root of the sensing volume, regardless of the axon field
characteristics. If the sensing volume is sufficiently large that the
signalexhibitssub-squarerootscalingwiththesensingvolume,there
will be no advantage in having a larger Vp. As such, better results for
smaller neural components will be achieved by optimising the Vp for
the task at hand.
Themaximumfrequencywithwhichmeasurementsmaybetaken
is fm 5 (topt 1 tm)
21, where topt 5 (2Cc)
21 from above, and tm ,
350 ns is the time required for photon collection and subsequent re-
polarisation of the NV spin state. To gain further improvements to
the SNR, we envisage taking numerous measurements with fre-
quency fm,andapplyingalow-passfiltertothemeasurementrecord.
Incorporating a greater number of timepoints in this process will
improve the sensitivity, however this comes at a cost of decreased
temporalresolution,dt5Nt/fm.Afaithfulreconstruction ofthefield
dynamicswithtime-lagdtwillbepossibleprovideddtislessthanthe
characteristic timescales of the neural dynamics.
dt~
3:3n T
B
   2 toptztm
C
ﬃﬃﬃﬃﬃﬃﬃﬃ
aVp
p
mm3=2 : ð6Þ
The effect of averaging over different ranges of measurements and
the trade-off that exists between a high SNR and high temporal and
spatial resolution is considered later for the case of the Hippocampal
CA1 pyramidal neuron.
Comparison of magnetic and electric field detection. This method
of monitoring neuron function through the magnetic fields
generated offers a distinct advantage over consideration of the
resulting electric fields. The electric field is a consequence of the
local gradient of the electric potential, whereas magnetic field
detection is sensitive to non-local field sources. That is, the
external magnetic field is a consequence of both the internal and
external electric fields, the strength of the former being some 3
orders of magnitude larger than the latter.
Electric field detection protocols using single electron transistors
(SETs)havesensitivitiesof2 Vcm
21 Hz
21/2atstandoffsof100 nm
41,
howevertherearesignificantpracticalcompatibilityissuesassociated
with real neural samples and the need for cryogenic sensing opera-
tion. Electric field sensing using NV centres does allow for room
temperature operation, however the associated DC field sensitivity
was recently demonstrated at 613 V cm
21 Hz
21/2 42, whereas single
NV sensitivities to DC magnetic fields have been demonstrated at
43 nT Hz
21/2 40. The peak magnitudes of magnetic and electric fields
around a typical axon are shown in Fig. 3(a), yielding 3 nT and
40310
23 Vc m
21, respectively, at a standoff of 100 nm. For the sake
of comparison, Fig. 3(b) shows the time required for a single NV
centre to resolve the magnetic and electric field strengths in the
region surrounding a typical axon. Clearly local magnetic detection
offers an advantage in terms of both spatial and temporal resolution.
Experimentalverificationofdetectionprotocol.Toexperimentally
demonstrate the effectiveness of the proposed detection protocol for
neuron specific signals, and quantitatively verify the theoretical
analysis, we replicated the magnetic field produced by a single
www.nature.com/scientificreports
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[Fig. 4(a)]. The pulses were constructed such that the resulting
Biot-Savart field emulates the temporal dynamics of the axon
considered in the preceding section [Fig. 4(b)]. A single NV centre,
located at a lateral distance of approximately 10 mm from the wire,
was used as the sensor (see Methods section).
We simulated the detection gain of Np centres by repeating the
measurement process Ns times. The binning widths for the photon
integration times were tp 5 24.2 ms, and the total time taken to
send two successive pulses down the wire was 20 ms [Fig 4(d)].
The dynamics of this signal place a limit on the permissable
temporal resolution, dt < 1 – 2 ms, hence the maximum number
of data points employed in the low-pass filtering process is Nt 5
dt/tp < 50. Assuming a constant sensitivity, the effective number
of centres involved in the detection may then be determined from
Np~
Ns
Nt
Bw
Ba
   2
,w h e r eBw is the peak magnetic field strength due
to the pulse in the wire, and Ba is the peak magnetic field strength
due to the axon. This assumption was experimentally verified by
measuring the minimum detectable magnetic field for a range of
photon integration times [Fig 4(c)], from which a corresponding
sensitivity of 10 mTH z
21/2 was determined [Fig 4(d)], for this
(non-optimised) system.
The figures of merit are the effective spatial and temporal resolu-
tions, given by dx 5 (Np/n)
1/3 and dt 5 Nttp respectively. The mea-
surement record obtained by monitoring a pulse with Bw 5 24 mT,
andNs55,000cyclesisgivenbythegreentraceinFig4(b).Fromthe
abovescaling,thisisequivalenttoapixelvolumeofVp5(7.9mm)
3at
a temporal resolution of dt 5 1.3 ms. Sacrifices in the temporal
resolution will allow for decreases in the required pixel volume, for
Figure 3 | (a) Dependence of magnetic and electric field strength on radial distance above the axon surface. The more immediate attenuation of the
magneticfieldpermitsroughlyanorderofmagnitudebetterspatialimagingresolutionascomparedwiththeelectricfield.Notethedifferentaxesusedfor
electric and magnetic fields. (b) Comparison of the temporal resolution corresponding to sensing the magnetic field using diamond crystal containing a
highNVcentredensity(NV,blue),andsensingtheelectricfieldusingthesameNVcentredensity(NVE,green)andasingleelectrontransistor(SET,red).
Figure 4 | Detectionofexperimentally simulated neuronsignalsusing theODMRdetection protocolonasingleNVcentre. (a)Confocal fluorescence
imageshowingthespatialarrangementoftheNVwithrespecttothemicrowaveandartificialneuronsignalmicro-wires.(b)Experimentalmeasurement
of the electronically generated neuron pulse together with the extrapolated effective spatial and temporal resolution corresponding to a high NV density
widefield detection system. Optimisation of this protocol to achieve higher resolutions is discussed in the main text. (c) Experimental minimum
detectable magnetic field, dB vs total photon integration time, T, showing a dB / T
21/2 dependence. This dependence is verified by plotting the
corresponding sensitivity, g~dB
ﬃﬃﬃﬃ
T
p
, in (d), showing the sensitivity is effectively constant.
www.nature.com/scientificreports
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3 has a corresponding tem-
poral resolution of dt 5 2 ms. These figures clearly demonstrate,
experimentally, that NV are centres are capable of simultaneously
resolving both the spatial structure and temporal dynamics of neur-
onal magnetic fields, even in their current, unoptomised imple-
mentation. Further improvements may be achieved with the use of
higher grades of isotopocially pure diamond crystal, as used in
40,
where single-spin DC magnetic field sensitivities of 43 nT Hz
21/2
were demonstrated. Extrapolating this to the present context, such
sensitivities would permit a pixel volume of Vp 5 (0.2 mm)
3 at a
temporal resolution of 1.3 ms. How these capabilities relate to the
spatial and temporal characteristics of abiological neuronal network
are discussed in the following section.
Imaging simulation: the hippocampal CA1 pyramidal neuron. In
order to quantitatively describe how the device would sense and
image neural activity we simulated the magnetic fields that would
be produced by a neuron while it receives synaptic input and
generates and fires an action potential output. The neuron model
we used was of a morphologically reconstructed hippocampal CA1
pyramidal neuron. Hippocampal CA1 pyramidal neurons have an
extended morphology, show a rich repertoire of dynamics and are
involved in networks that underlie important behaviour such as
learning and memory. Study of these neurons and the networks
they reside in will be a major target of the techniques described here.
Typically such an experiment would be performed in vitro using
a buffer solution of phosphate buffered saline (PBS), or equivalent.
Such solutions contain dissolved sodium and potassium salts at
concentrations of roughly 150 mmol L
21, giving rise to nuclear
spin concentrations of roughly 10
25 m
23, some 5 orders of mag-
nitude less than the hydrogen nuclear spin concentration due to
water molecules. The hydrogen spins themselves produce an
effective stochastic magnetic field with fluctuations caused by
molecular self-diffusion. This would cause the decoherence rates
of NV centres at even a few nanometres from the diamond surface
to increase by approximately 100 Hz-1 kHz
32, some 2–3 orders of
magnitude less than that due to intrinsic decoherence sources, and
can therefore be ignored.
The model consists of 265 anatomical sections [Fig. 5(a)] and 15
voltage and calcium activated conductances with a non-uniform
distribution across the morphology. We stimulated the model neu-
ronwith2 nAcurrentinjectionsinto21sitesondistaldendrites.The
associated transmembrane potentials at specific locations are shown
inFig.5(b).Asthedistaldendritesarestimulatedcurrentflowsalong
these processes towards the soma. The associated magnetic field
strength changes are readily seen in the sequence of time snapshots,
Fig. 5(c–e). As the membrane potential increases the soma current
flow along the dendrites decreases, reducing the magnetic field
strength [Fig. 5(c)]. As active conductances in the soma and axon
are recruited, current flow increases in these compartments and the
Figure 5 | (a) Morphology of the Royeck-Wimmer model and input excitation sites. (b) Transmembrane potentials generated at the soma, axon and
dendritesshownin(a).(c–e)Zoomedplotsofmagneticfieldstrengthat100 nmstandoffshowingtheintegrateandfireeffectofthecentralsomaandthe
reactionarydynamicsinthedendriticregionbelow.Simulatedmeasurementstakenat(f)0mmand(g)45mmalongtheapicaldendritedirectlyabovethe
soma, as shown in (a) for a detection volume of Vp 5 (2 mm)
3 and a range of integration times, dt. Note the change of magnetic field strength scale in (f)
and (g), resulting in the latter requiring longer integration times. Assumed parameter values are C 5 0.05, and a 5 0.1.
www.nature.com/scientificreports
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thesomaanddistalaxon[Fig. 5(d)].Theinitiation pointinthedistal
axonisnotasbrightasthesomabecausethetechniqueissensitiveto
longitudinal currents, not voltage. A back propagating action poten-
tial is also triggered in the basal dendritic tree [Fig. 5(e)].
In Fig. 5(f)&(g) we show the single (2 mm) pixel detection trace of
the neuronal magnetic field at two locations below the neuron
structureinresponsetotheappliedstimuli,assumingexperimentally
realisedvaluesofC50.05
43,anda50.1.Themagneticfieldsignalis
plotted together with the simulated measurement output for a range
of integration times, dt. As the integration time is increased the SNR
improves, at the cost of temporal resolution in the neuronal signal
itself. However, it is evident that a minimal time-lag of 1 ms gives an
acceptable account of the neuron signal in all three cases.
Finally, we determine the overall spatial-temporal resolution of
the imaging system by explicitly considering the trade-off
between integration time and detection volume. In Fig. 6 we show
the simulated CMOS/CCD output (assuming a readout rate of
500 fps, as available with current technology
20) for a snap-shot of
the neuron activity at t 5 157 ms for a range of integration times
dt and spatial detection volumes dx. It is clear that the neuronal
magnetic field structure is apparent at [dx, dt] 5 [2 mm, 1 ms],
showing the imaging system has the temporal resolution to fully
map the magnetic field dynamics of a neuronal network, whilst
simultaneously reproducing the structural morphology at the
sub-cellular level.
Discussion
Wehaveinvestigated theuseofthemagnetic fieldsensing properties
of NV-ensembles in diamond for imaging neural activity. Using
published crayfish lateral axon biophysical data we determined the
magnetic field signal at 100 nm from the axon surface to
demonstrate that it lies within the sensitivity range of our detection
system. The sensitivity regime for detection of the magnetic field
dynamics generated in the axon structure was determined based
on both pulsed (FID) and continuous wave (ODMR) sequences.
Direct measurement of axon-scale magnetic fields, produced by pas-
sing current in a proximate microwire, verified that the sensitivity
limits fell within the range needed to detect neuronal signals. To
explore the potential utility of NV arrays as wide field detectors of
neuronal network activity we simulated the three dimensional mag-
netic fields associated with action potential propagation in a mor-
phologically realistic hippocampal CA1 pyramidal neuron placed
100 nm from the NV detection layer. The simulated photon emis-
sionofourmodelneuron/NV-layercombinationwasprojectedonto
a virtual CMOS array to investigate the performance of the sensor
in detecting local and wide-field neuronal structure and dynamics.
By exploring different combinations of integration times, dt, and
Figure 6 | Simulated snapshot of the CCD output at t 5 157 ms and for a range of detection volumes, Vp 5 (dx)
3 and integration times dt. Assumed
parameter values are C 5 0.05, and a 5 0.1.
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enabled simultaneously high temporal and spatial resolution of
extracellular field potentials in regimes beyond those obtained by
current methodologies. In summary, our experimental results and
theoretical work establish the significant potential of this quantum
based technique to visualise the key components of neuronal net-
workactivity,subthresholdsignalling, actionpotentialinitiation and
propagationinaxons,somaanddendriticcompartments,atrelevant
scales to provide new views into network function. To bring this
imaging concept to reality one must assemble all the individual
and non-trivial components, such as sufficiently dense near-surface
NV layer structures in high grade diamond material, neuron growth
on these diamond surfaces, and microwave quantum control and
optical wide-field readout commensurate with long term integrity
andfunctionofthebiologicalstructure.Precursorexperimentsbased
onwellcharacterizedbiologicalsystemswillextendtheexperimental
work carried out here on model neuronal signals.
Methods
Optically detected magnetic resonance (ODMR). ODMR detection is based on
monitoring the NV fluorescence spectrum in response to an applied oscillating
microwave field. The constantly applied microwaves drive transitions between the
paramagnetic sublevels of the ground states, whose relative energies are altered by the
presence of a background field. The effect of the field, B,w i l lb et os h i f tt h ef r e q u e n c y
spectrum, S(v), by an amount cB to give S v ðÞ ~S v{cB ðÞ . At some chosen reference
point in the spectrum there will be a corresponding change in the number of photon
counts proportionaltoDN v ðÞ !DS v ðÞ ~S v ðÞ {S v ðÞ .Forsmall fields,thischangewill
depend on the local gradient of the spectrum, DS<
d
dv
S v ðÞ Dv~cB
d
dv
S v ðÞ :kcB.
ThespectrumisgivenbyaLorentziandistributionofFullWidthHalfMaximumC,
centred about cB0,
S v ðÞ ~N0 1{
CC2
C2zc2 B{B0 ðÞ
2
 !
, ð7Þ
where N0 is the unperturbed photon count in regions of the spectrum far detuned
from resonance and C, is the difference in photon counts between the resonant and
unperturbed regions. The maximum gradient occurs at v~+cB0+C
 ﬃ ﬃ ﬃ
3
p
, giving
k~max
d
dv
S v ðÞ
  
~CN0
3
ﬃﬃﬃ
3
p
8C
: ð8Þ
To ensure a signal to noise ratio of greater that 1, we require DSw1
  ﬃﬃﬃﬃ
N
p
~1
  ﬃﬃﬃﬃﬃ
Rt
p
,
where N is the total number of photons collected in time t,a n dR is the photon count
rate. Hence the minimum detectable field strength and corresponding sensitivity are
Bmin~
1
Cc
ﬃﬃﬃﬃﬃ
Rt
p
8C
3
ﬃﬃﬃ
3
p , ð9Þ
g~
1
Cc
ﬃﬃﬃ
R
p
8C
3
ﬃﬃﬃ
3
p : ð10Þ
The countrate, R, is a monotonically increasing function of the laser power that satu-
rates at approximately 140 kHz, and both C and C are functions of the microwave and
laser power. Maximal sensitivity will be achieved by optimising these parameters to
reachthe operating regime of the ODMR protocol that yields the maximum value of k.
Calculation of the magnetic field from a transmembrane potential. Numerical
simulations of the transmembrane potentials of the Royeck model were performed
using the NEURON software package. Given an arbitrary form for the
transmembranepotentialalongagivencomponentoftheneuralnetwork,wemayuse
the corresponding Fourier transform, F Vm z,t ðÞ ½  , with respect to the longitudinal
coordinate z and conjugate variable k to compute the electric potentials inside and
outside of the component.
Wi r,z,t ðÞ ~
so
2p
F{1 F Vm ½ 
I0 k jj r ðÞ K1 k jj a ðÞ
Gk jj a ðÞ
  
,
Wo r,z,t ðÞ ~{
si
2p
F{1 F Vm ½ 
K0 k jj r ðÞ I1 k jj a ðÞ
Gk jj a ðÞ
  
,
wheresiandsoaretheconductivitiesoftheinteriorandexteriorregionsrespectively,
and In and Kn are the n
th order modified Bessel functions of the first and second kind
respectively, F{1 denotes the inverse Fourier transform, and G ; seK1I0 1 siK0I1.
Current densities may be found from Ohm’s law, j
i, o 5 si, o=W
i, o. For the cases
considered here, the longitudinal current density is approximately 2 orders of
magnitudelargerthanthatintheradialdirection,whichweconsequentlyignore.The
longitudinal current densities are given by
jz
i r,z,t ðÞ ~
siso
2pi
F{1 kF Vm ½ 
I0 k jj r ðÞ K1 k jj a ðÞ
Gk jj a ðÞ
  
,
jz
o r,z,t ðÞ ~{
sis0
2pi
F{1 kF Vm ½ 
K0 k jj r ðÞ I1 k jj a ðÞ
Gk jj a ðÞ
  
,
The magnetic fields due to the current densities may be evaluated using the Biot-
Savart law,
Br ðÞ ~
m0
4p
ð
Jr 0 ðÞ | r{r0 ðÞ
r{r0 jj
3 d3r0,
Bw r ðÞ ~
m0
2p
ﬃﬃﬃ
a
r
r ð?
{?
jz
i a{,z0 ðÞ {jz
o az,z0 ðÞ
  
|
1{x2 ðÞ K x2 ðÞ {2E x2 ðÞ
x
dz0,
where Bw is the azimuthal component of the field, and K (x
2) and E (x
2) are the
elliptical integrals of the first and second kind respectively given by
K x2   
~
ð2p
0
1{x2sin2 a ðÞ
   {1=2da
E x2   
~
ð2p
0
1{x2 sin2 a ðÞ
   1=2da
and x2:
4ar
azr ðÞ
2z z{z0 ðÞ
2 ,
a:
1
2
h
0{p ðÞ :
ExperimentalverificationofODMRbasedmeasurementprotocol.Following
21,we
fit the transmembrane potential using a sum of three Gaussian curves,
Vm~V0
X
i
Aiexp {B2
i t{Ci ðÞ
2   
,
hence the external magnetic field near the membrane will be proportional to
dVm
dt
~{2V0
X
i
B2
i t{Ci ðÞ Aiexp {B2
i t{Ci ðÞ
2   
:
The experiment was performed by using an arbitrary waveform generator to
propagate two sequential pulses of this shape along a 10 mm wire. The resulting
magneticfieldwasmeasuredbythechangeinfluorescenceofanNVcentreseparated
from the wire by a lateral distance of approximately 10 mm. The dependence of the
magneticfieldstrengthonthesignalvoltagewasdeterminedbydrivingDCsignalsin
thewireandmonitoringthepeaksplittingoftheNVODMRspectrum.Fromthis,we
determined the NV centre experiences a magnetic field of 120 nT for every mV
applied to the wire. This corresponds to 360 nT for every mA of current in the wire
due to an electrical resistance of 3 V.
Sincethemagnetic fieldisproportionaltotheappliedvoltage, weusethefollowing
fit for the NV fluorescence
S~S0{
X 2
j~1
X 3
i~1
SjAiB2
i
t{tj
tj
{Ci
  
|exp {B2
i
t{tj
tj
{Ci
   2 "#
,
ð11Þ
where Sj, tj and tj are the relative amplitude, offset and dilation of the j
th pulse, and Ai
Biand Ciareas above. Anexample of thefit toapulse withpeak voltage of200 mV is
shown in Fig. 4(b). Each timepoint represents a photon integration time of 24.2 ms.
The effect of increasing the number of NV centres involved in the detection is
simulated by varying the number of cycles per time point from 1,000 to 50,000.
Fromthisfit,wemaydeterminethemeansquareerror,whichgivestheuncertainty
inthephotoncounts,dN.Themaximumsignalcontrast,DNisgivenbythedifference
between the maximum value of the fitted function, max(S) and the value that
represents 0 magnetic field, S0. That is, DN 5 max(S) 2 S0. The uncertainty in the
magnetic field strength is defined such that the magnetic field measurement has the
same signal to noise ratio as that of the photon counts,
SNR~
DB
dB
~
DN
dN
:
Sinceweknowthepeakmagneticfieldis120 nTpermVofsignalinthemicrwire,we
may determine the corresponding uncertainty in the magnetic field, which in turn
defines the minimum detectable magnetic field,
dB~DB
dN
DN
~DB
dN
max S ðÞ {S0
:
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time, Dt 5 24.2 ms, and the number of cycles, Np. Hence we may plot the minimum
detectablefield, dB,againstthe integration time, T5NpDt,asshowninFig.4(c). The
sensitivity is defined by g~dB
ﬃﬃﬃﬃ
T
p
and is plotted in Fig. 4(d), which is effectively
constant.
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Summary of physical and detection timescales.
Typical neronal pulse duration dt 5 2m s
NV spin dephasing time T 
2~1=C~10ms
Peak neuronal magnetic field value at
100 nm from axon surface
B 5 10 nT
Single NV centre sensitivity g0 5 10 mTH z
21/2 (43 nT Hz
21/2 for
isotopically pure crystals
40)
High density NV centre sensitivity g~2|10{3mm3=2|g0
. ﬃﬃﬃﬃﬃﬃ
Vp
p
Maximum CMOS/CCD framerate 530 fps
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